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ROCKWELL INLINE LADDER PULLS

SPECIFICATIONS

SPECIFICATIONS

Rockwell Inline Ladder Puills are constructed of 
300 series Stainless Steel with a 1-1/4” diameter.

The Ladder Pulls include through bolts for 
installation on either tempered Glass doors or 
Aluminum,Wood or Fiberglass Doors. The Ladder 
Pulls also include metal washers and gaskets 
along with decorative rossette washers for a 
clean elegant look.  

Rockwell Slimline exit devices are suitable 
for all doors including narrow stile doors 
with a minimum 2” mounting surface. Rim 
Cylinder included for keyed entry.

Grade - ANSI A156.3 Grade 2
Warranty - 10 years

ROCKWELL SLIMLINE PANIC EXIT 
DEVICES

Material: Stainless Steel 300 series 

Fits Tempered Glass Doors or Wood, Aluminum or 

Fiberglass Doors.

Total Length:  60 inches  

Diameter: 1-1/4 inches 

Mounting Hole Center to Center: 48 inches 

Glass Fabrication: 2 x 1/2” diameter holes 48" CTC 

Projection: 3”

Clearance: 1-3/4”

Fasteners included:

Slimline fits 2” narrow aluminum door stiles

Door thickness: 1-3/4”

CYLINDER: SC1 Keyway

Underwriters' Laboratories Inc. Listed - 3 hour 
Fire Rating

HANDING: Non-handed and reversible

Latch bolt : 5/8” Throw

DOGGING: Hex Key dogging

DOORWIDTH: 36” Standard

FINISHES: Aluminum and Duronodic

SLIMLINE CONCEALED VERTICAL ROD

Rockwell Slimline “Concealed Vertical Rode exit 
devices

are for all doors including 2” narrow door stiles.

Grade - ANSI A156.3 Grade 2

Warranty - 10 years

Part No. Size Finish

SFEDSL36AL Fire Rated $OXPLQXPbb

6)('6/��'8bbbb Fire Rated Bronze

6)('697%$566b Fire Rated b6WDLQOHVV�
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